®
Prepitové ochrany prenosu datovych a informaénych signalov hakel

HT-NV 1/24/0,5 Xseries

e Urcené pre ochranu datovych a oznamovacich vedeni pred
ucinkami pozdlzneho a prie¢neho prepatia.
¢ Vlozena sériova impedancia je tvorena timivkami, vdaka
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¢ Je mozné vyuzit aj na ochranu analégovych datovych vedeni
vyuzivajucich prddovu slu¢ku 4 + 20 mA.
¢ Nevhodné pre digitalne datové prenosy s vysokou prenosovou

ktorym mozZe cez ochranu trvale pretekat vys$si menovity prud, rychlostou.

¢o predurcuje zariadenie pre ochranu napajacieho vedenia

daného systému.
Type HT-NV 1/24/0,5 Xseries
Kategoéria testovania podla STN EN 61643-21 +A1,A2 C1, C2, C3, D1
Pocet parov 1
Spobsob pripojenia Dvojpolova skrutkova nasuvna svorkovnica
Menovité prevadzkové napéatie DC Uy 024V
NajvysSie trvalé prevadzkové napatie DC Uc 28,8V
Menovity zat'azovaci prad I 0,5A
Maximalny vybojovy prud (8/20) Imax 10 kKA
C2 Menovity vybojovy prud (8/20) I, 1 kA
C2 Napétova ochranna hladina pri |, U, <64V
C3 Napatova ochranna hladina pri 1 kV/us U, <34V
D1 Impulzny vybojovy prid (10/350) line/PE limp 2,5kA
D1 Celkovy impulzny vybojovy prud (10/350) Irotal 5 kA
Doba odozvy ta <30ns
Vlozena indukénost 4,7 uH
Parazitna kapacita C <1,5nF
Zo6na ochrany pred bleskom LPZ 0-1,LPZ 1-2, LPZ 2-3
Materidl plzdra AlMgSi (EN AW 6060)
Stupeni ochrany krytu IP20
Pracovna teplota 8 -40+70 °C
Vlhkostny rozsah RH 5+ 96 %
Doporuceny prierez pripojovacich vodic¢ov S 0,2 + 2,5 mm?
Ut'ahovaci moment 0,5 Nm
Spbsob montaze Na listu DIN 35 mm
Pracovna poloha Lubovol'na
Dial'’kova signalizacia No
Vymenné prevedenie No
Navrhnuté podl'a noriem
Ochrany pred prepatim zapojené do telekomunikacnych a signalnych sieti. Poziadavky STN EN 61643-21:2002

na spdsobilost a skusobné metody
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InStaluje sa podl'a noriem
Ochrana pred bleskom IEC 62305:2010
Objednavacie, obalové a doplnkové data
Hmotnost m 147 g
Hmotnost (vratane obalu) m 1619
Rozmery balenia (V x S x H) 45x 102 x 74 mm
Objem balenia v 0,34 dm*
Colna nomenklatira 85363010
EAN kéd 8590681119655
Katalégové céislo 57 012

There, in addition to the always up-to-date data sheet, you will also find all diagrams I I I| II| || | I| I||
and drawings, declarations of conformity, or 2D or 3D models and other necessary materials.

For more information, visit www.hakel.com 8590681119655

The link in the QR code leads to the online presentation of the HT-NV 1/24/0,5 Xseries. ||I | |I ||

Vnutorna schéma zapojenia
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