Prepatové ochrany pre koaxialne vedenie
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KO - 2G
e Uréené na ochranu zariadeni prepojenych s anténnym systémom « Siroky sortiment, rézne typy konektorov a odstupfiované vykony.
pomocou koaxialnych kablov. e Odporicaju sa na pouzitie na rozhrani ochrannych zén LPZ 00 LPZ
¢ Vyrobky obsahuju plynom plnent bleskoistku s velkou zvodovou 1avyssie.
schopnostou, vdaka ¢omu je zaistena spolahliva ochrana
prijimacich a vysielacich systémov aj proti G¢inkom blizkeho uderu
blesku.
Type KO - 2G
Kategoéria testovania podla STN EN 61643-21 +A1,A2 C1, C2, C3, D1
Spobsob pripojenia BNC
NajvysSSie trvalé prevadzkové napatie DC Uc 200V
Menovity zatazovaci prud I 25A
C2 Menovity vybojovy prud (8/20) I, 5 kA
C3 Napatova ochranna hladina pri 1 kV/us U, <600V
D1 Impulzny vybojovy prad (10/350) limp 2kA
Maximalny vybojovy prud (8/20) | max 10 kA
Frekvenéné pasmo B 0+1GHz
Max. prenasany vykon 400 W
Priechodny atim <0,2dB
Utlm spatného odrazu >20dB
Charakteristickd impedancia 50Q
Stuperi ochrany krytu IP20
Pracovna teplota 8 -30+70°C

Navrhnuté podl'a noriem

Ochrany pred prepatim zapojené do telekomunikaénych a signalnych sieti. Poziadavky
na sposobilost a skusobné metddy

InStaluje sa podl'a noriem
Ochrana pred bleskom

Objednavacie, obalové a doplnkové data

Hmotnost m
Hmotnost (vratane obalu) m
Rozmery balenia (V x S x H)

Objem balenia \"
Colna nomenklatira

EAN kéd

Katalégové céislo
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STN EN 61643-21:2002

IEC 62305:2010

7049
81¢g
26 x 98 X 73 mm
0,19 dm?
85363010
8590681550021
55 002



®
Prepitové ochrany pre koaxiilne vedenie hakEI

Hz in Hearts
The link in the QR code leads to the online presentation of the KO - 2G.
There, in addition to the always up-to-date data sheet, you will also find all diagrams
and drawings, declarations of conformity, or 2D or 3D models and other necessary materials.
For more information, visit www.hakel.com 8590681550021
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